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Why do you need an Arena Sound Reinforcement System?

Have you ever been training in a 20x40m or international sized 20x60m arena 
and struggled to hear your trainer clearly?

Do you train in an arena and need to practice your dressage to music routine 
or do a lecture demo and need sound reinforcement?

Would you like to listen to high quality music from your favourite CD or radio 
station during training?

Yes! Well you need a Kylix high quality Arena Sound Reinforcement System.

In-ear radio trainer to pupil systems are available but only have one purpose 
and can feel cumbersome for some riders. Our system will cover the area of 
your whole arena with ease providing quality sound and meeting any 
requirement.

What is an Arena Sound Reinforcement System?

The Standard Weatherproof Sound System comes complete pre-wired and 
ready to connect.

In collaboration with partners Clarity UK Ltd, Kylix have developed a Standard 
Weatherproof Sound System to a tight budget, suited to the UK’s harsh 
weather conditions all year round.

The powder coated equipment enclosure is water tight to IP55 and
incorporates an internal humidity and thermostatically controlled low 
consumption heating system. This ensures that the environment inside the 
enclosure is stable all year round no matter how harsh the weather, keeping 
all electronic equipment in tiptop condition.

What facilities can I have?

Because it has been designed as our standard system, we have incorporated 
music and microphone sources within the system together with a CDR CDRW 
and MP3 CD player, AM/FM Tuner.

What do I get?

Professional quality 200 watt power amplifier and transformer control pack, 
mixer / amplifier complete with environmental sensing and heating system, 
din-rail mounting terminations for loudspeaker circuits and mains inlet 
distribution. CDR CDRW and MP3 CD player, AM/FM Tuner, Pre-wired audio, 
mains and control cables and quality weatherproof powder coated steel 
enclosure with glazed front door.

4 x 60-watt loudspeakers. Loudspeaker quantities and types can be changed 
where the customer or arena acoustics require. Kylix can advise you in this 
matter.

You choose your input source from the Optional Source list and these will be 
installed into the enclosure prior to delivery.

All system packages include our on-site connection and set-up service. 
Including mains connection, loudspeaker and infra-red termination and system 
set-up completed with full training and handover.
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What other services are offered?

Not only do we build, supply and commission your bespoke arena sound systems as standard,  but  we  also  offer
full installation services.

Technical Specification

Enclosure

Enclosure Dimensions Height 85cm x Width 60cm x Depth 40cm

Enclosure Construction Powder coated steel

Front Door Construction Powder coated steel and glazed front door

Degree of Protection IP55 dust tight and protected against water jets and waves to IEC529(EN 60 529) 

Thermostat Measures and regulates temperature in enclosure

Hygrostat Measures and regulates humidity in enclosure

Heater 55 Watt PTC heater activated by Thermostat and or Hydrostat

FM Transmitter Kylix UK can provide the facility to connect your iPOD or MP3 player to your PA  
system by radio transmission, No wires!! Simply plug you digital media Player into the 
transmitter  and tune the transmitter and FM radio to the same. The Kylix UK FM 
transmitter has the ability to transmit your iPOD or MP3 music to your PA 
system whilst you are onboard your horse giving you the flexibility to change tracks 
and levels whilst riding

Power Amplifier Power: 200 Watts, Frequency Response: 20Hz-20Khz

Distortion: 0.01% THD, 100V line output transformer

Features: high current Bi-Polar technology, protect, limit and signal present LEDs, 
overload / loudspeaker protection, 100Hz low cut switch, Hi Q 100 volt line 
toroidal transformer (TX)

Cabinet Loudspeakers 100-watt full range ABS UV Stabilised loudspeaker fitted with 60 watt 100 volt line 
high tolerance transformer. Frequency Response: 45Hz – 20000Hz, performance      
90 dBA @1w@1m

Optional Sources Radio microphone system, CD player, AM/FM/DAB tuner, IPOD or MP3 player


